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RP-ISO-hermetic 45N/60N
RP-tec 55 / 55 plus

(FERRO-WICTEC 55 E/55 E plus ) 

Multifunctional systems: 
Narrow sight lines and high 

bearing capacity

Curtain wall systems
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RP-ISO-hermetic 45N
Profile overview

RP-ISO-hermetic 45N
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Accessories seals

1 Dortmund Concert Hall, Germany

TGP Seattle o�ce, USA

PVG Presse-Vertriebs Gesellschaft 
KG, Frankfurt, Germany

Vapiano Dortmund, Germany
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RP-ISO-hermetic 45N

The RP-ISO-hermetic 45N cur-
tain wall system, with the narrow 
sight line of the mullion and 
transom pro�le, is captivating. 
This meets the desire of architects 
and planners striving to design 
and install curtain walls made 
of composite glazing with an 
appearance that is as continuous 
as possible. By using the largest 
possible span widths, the static 
properties of this advantageous 
steel system bring in a maximum 
amount of light. Thanks to the 
innovative screw/plug technolo-
gy, the system can be completely 
pre-assembled in the workshop. 
Installation requirements on the 
building site are thereby signi�-
cantly reduced. RP-ISO-hermetic 
45N also meets the highest 
standards in terms of system 
safety, heat insulation and �re 
protection. The strip galvanising 
on both sides of the pro�le also 
provides su�cient corrosion 
protection. 

MODERN, STYLISH 
AND PARTICULARLY 
EFFICIENT
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RP-ISO-hermetic 60N
Profile overview

RP-ISO-hermetic 60N
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1 Leisure and Communication 
Centre, Germany

New Yorker, Braunschweig, 
Germany 

BMW Iserlohn, Germany

Centre of Performing Arts, 
Dallas, USA

IHK, Paderborn, Germany

Rösrath Cultural Centre, 
Germany
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RP-ISO-hermetic 60N

4 5 6

Among curtain wall systems, the 
RP-ISO-hermetic 60N system is 
the best choice. In addition to the 
attributes described for the RP-ISO-
hermetic 45N system, another 
key aspect of the RP-ISO-hermetic 
60N system is its compliance 
with the highest statistical stan-
dards. The even larger pro�le 
measurements allow for extraor-
dinary mullion and transom span 
widths. With the option to further 
signi�cantly strengthen the pro�les 
with system-compliant static inserts, 
seemingly impossible slender 
geometries are also possible. Ex-
cessive weights of glass are also 
supported by the system‘s overall 
concept. 

LARGEST POSSIBLE 
SPAN WIDTHS
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RP-tec 55 / 55 plus
(FERRO-WICTEC 55 E / 55 E plus )
Profile overview

RP-tec 55 / 55 plus (FERRO-WICTEC 55 E / 55 E plus)
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Accessories sealsRA 93 777 6

RA 93 79x 6RA 93 790 6 RA 93 78x 6

1
Ludwig Maximilian University 
of Munich, Neuried Primary 
School, Germany

Erding High School,
Germany

University of Koblenz-
Landau, Germany

Hanover Industrial Fair, 
Germany
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System
�t�� �.�V�M�M�J�P�O���B�O�E���U�S�B�O�T�P�N
 curtain wall
�t�� �4�J�H�I�U���M�J�O�F���������N�N
�t�� �)�J�H�I���M�F�W�F�M���P�G���I�F�B�U���J�O�T�V�M�B�U�J�P�O��

up to Uf � 0,8 W/(m�K)

Architecture
�t�� �7�F�S�U�J�D�B�M���D�V�S�U�B�J�O���X�B�M�M�T���B�O�E
�t�� �Q�P�M�Z�H�P�O�B�M���D�V�S�U�B�J�O���X�B�M�M�T�������V�Q���U�P��

max. 30 ° internal and exter-
nal corners, depending on in�ll 
thickness and sight line 

�t�� �4�M�P�Q�F�E���H�M�B�[�J�O�H
– as standard, up to 5° incli-

nation against the horizontal
– for speci�c cases, smaller 

inclinations are to be clari�ed
�t�� �3�P�P�N���T�U�S�V�D�U�V�S�F�T
�t�� �$�P�O�T�F�S�W�B�U�P�S�J�F�T
�t�� �'�J�S�F���Q�S�P�U�F�D�U�J�P�O���D�V�S�U�B�J�O���X�B�M�M�T��

EI30 and E/EW30 with 
identical basis setup

�t�� �*�E�F�O�U�J�D�B�M���C�B�T�J�D���D�P�O�D�F�Q�U���G�P�S��
all RP Technik curtain walls 
which can be combined 
with all RP Technik curtain 
wall variations 

NARROW,
INSULATED AND A 
UNIFIED CONCEPT

RP-tec 55 / 55 plus (FERRO-WICTEC 55 E / 55 E plus)
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1 Gustav Heinemann School, 
Hofgeismar, Germany

Hessencampus Lifelong 
Learning Centre, Hofgeismar, 
Germany

Vapiano Restaurant, Dort-
mund, Germany

O�ce building, South Korea

Rösrath Cultural Centre, 
Germany

RP Technik GmbH Pro�lsyste-
me, Bönen, Germany

Hanover Messe, Germany

Centre of Performing Arts, 
Dallas, USA 
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The assiduous partnership 
cultivated day in, day out 
between ourselves and clients 
is the foundation for stable, 
long-lasting cooperation. As 
a developer of steel pro� le 
systems, RP Technik is a pro-
ven partner with all the right 
skills and tools at its disposal. 
Specialised in this domain, 
RP Technik‘s architects and 
planners o� er customers the 
dedication and expertise of 
a company of worldwide re-
nown. Pro� ciency in the area, 
coupled with a broad range 
of knowledge and expertise 
in the development of pro� le 
systems while focusing on 
personal safety and building 
protection is what confers 
that decisive advantage on 
RP Technik‘s partners when 
forging their way on the inter-
national markets.

A LONGSTANDING, 
THRIVING
PARTNERSHIP

thermally
insulated

non
thermally
insulated

Wind load Air perme-
ability

Water-
tightness

Impact
resistance

Bullet
resistance

Burglar
resistance

Thermal 
insulation

Sound
protection

Continious
function

Finger
trap
protection

Pro�le systems
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All national legislation, directives 
and state building regulations must 

be observed during operation 
pursuant to available certi�cates of 

inspection and their recognition.

Smoke
protection

RP-ISO-hermetic 45N

RP-ISO-hermetic 60N

RP-tec 55 (FERRO-WICTEC 55 E)

RP MULTITOP 50/60

RP-tec 50-1 (FERRO-WICTEC 50-1E)

RP-tec 55-1 (FERRO-WICTEC 55-1E)

RP-tec 50-1 HA (FWT 50-1 HA E)

RP-tec 55-1 HA (FWT 55-1 HA E)

RP-tec 50-1 HA plus (FWT 50-1 HA E plus)

RP-tec 55-1 HA plus (FWT 55-1 HA E plus)

RP-tec 60-1 (FERRO-WICTEC 60-1 E)

RP-tec 60-1 HA (FWT 60-1 HA E)

RP-tec 80-1 (FERRO-WICTEC 80-1 E)

RP-tec 80-1 HA (FWT 80-1 HA E)

RP-ISO-hermetic 70 (FERRO-WICSTYLE 70)

RP-ISO-hermetic 70 (FERRO-WICLINE 70)

RP-ISO-hermetic 70 plus 

RP-ISO-hermetic 70 plus 

RP-hermetic FINELINE

RP-hermetic 40

RP-Design 50

RP-hermetic 50

RP-hermetic 55N 

(FERRO-WICSTYLE 55N / (FERRO-WICLINE 55N)

RP-hermetic 55N FP (FERRO-WICSTYLE 55N FP)

RP-hermetic 75

RP-hermetic 75 FB

RP-ISO-hermetic EI30

RP-ISO-hermetic EI60

RP-ISO-hermetic EI90

RP-ISO-hermetic EI120

RP-ISO-hermetic 70 FP (FERRO-WICSTYLE 70 FP)

Outlet

(FERRO-WICSTYLE 70 plus)

( FERRO-WICLINE 70 plus)
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